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We know gear.

When it comes to power distribution, the Schaedler Yesco team of specialists has both
the knowledge and experience to help you create the best solution for your project.

From large facilities to smaller initiatives, we're ready to assist with design and
selection through delivery and execution.

A proud partner of Siemens, our certified specialists are just a call away.

In-Stock for Quick Ship!

We understand that power is where it all begins. Without the juice, the rest
of the project grinds to a halt. That's why we stock the most common and
most needed items for your job. From loadcenters and meters to breakers
and panelboards, we can help get you running quickly...and keep you
running in the event of an emergency.

When you need something we don't stock, simply give us a call.
Our specialists are ready to help!
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Plug-On Neutral Load Centers - 1-Phase

+ Quicker breaker installation
+ Wiring made easier with the neutral lug removed on CAFCI breakers
- Same great features as PL and ES load centers

+ Small electronic breaker footprint
- Design allows for neutral terminal accessibility
+ Over 4 inches of wire bending space

+ Same reliable installation method
+ Neutral clip is the same as line side

« Durable hook-rail

PN Series 1-Phase Main Breaker/Convertible Load Centers
1-phase, 3-wire, 120/240 Volts AC, 60/75°C Rated

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R
Catalog Number Catalog Number

100 PN2020B1100C PNW2020B1100C

100 PN3030B1100C -

150 PN3030B1150C =

200 PN3048B1200C =

200 PN4040B1200 -

200 PN4040B1200C PNW4040B1200C

200 PN4060B1200C =

PN Series 1-Phase Main Lug/Convertible Load Centers

1-phase, 3-wire, 120/240 Volts AC, 60/75°C Rated

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R
Catalog Number Catalog Number

125 PN1212L1125C =

125 PN1224L1125C -

125 PN1632L1125C -

125 PN2020L1125C -

125 PN3048L1125C =

200 PN3030L1200C -

200 PN4040L1200 -

200 PN4040L1200C -
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Plug-On Neutral Load Centers - 1-Phase

SN Series 1-Phase Main Breaker Load Centers
1-phase, 3-wire, 120/240 Volts AC, 60/75°C Rated

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R

Catalog Number

Catalog Number

100 SN1224B1100 -

100 SN2020B1100 SNW2020B1100
100 SN3030B1100 -

150 SN3030B1150 -

200 SN2040B1200 SNW2040B1200
200 SN3048B1200 SNW3048B1200
200 = SNW0816B1200T
200 SN4040B1200 -

200 SN4060B1200 -

200 SN5482B1200 -

SN Series 1-Phase Main Lug Load Centers

T-phase, 3-wire, 120/240 Volts AC, 60/75°C Rated

Indoor Enclosure - NEMA Type 1

Catalog Number

Outdoor Enclosure - NEMA Type 3R

Catalog Number

125 SN1212L1125 =
125 SN1224L1125 SNW1224L1125
125 SN1632L1125 -
125 SN2020L1125 -
125 SN242411125 -
200 SN3030L1200 -
200 SN4040L1200 -
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Load Centers - 3-Phase

ES Series 3-Phase Main Lug & Main Breaker Load Centers

3-Phase, 3-wire, 240 Volt AC or 3-phase, 4 wire, 120/240 or 120/208 Volts AC

Main Breaker
30-60 Circuits / 100-225 Amperes, 60/75°C Rated 10,000A IR

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R

Amp
Rating Catalog Number Catalog Number

S3030B3100

Main Lug
12-70 Circuits / 125-225 Amperes, 60/75°C Rated 100,000A IR

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R

Amp
Rating Catalog Number Catalog Number

150 $1836L3150 =
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Load Centers - 3-Phase

PL Series 3-Phase Main Lug & Main Breaker Load Centers

3-phase, 3-wire, 240 Volt AC or 3-phase, 4-wire, 120/240 or 120/208 Volts AC
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Main Breaker/Convertible Load Centers
30-70 Circuits / 100-225 Amperes, 60/75°C Rated 22,000A IR

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R

Amp
Rating Catalog Number Catalog Number

P4260B3200CU

Main Lug/Convertible Load Centers
12-70 Circuits / 125-225 Amperes, 60/75°C Rated 100,000A IR

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R
Catalog Number Catalog Number

125 P122413125CU —

200 P3054L3200CU —

225 P4260L3225CU ==
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Small Circuit - Load Centers
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EQ® Load Centers

1-Phase, 3-WIre SN, 120/240Volts AC

Features/Applications

EQ Load Centers with main lugs feature a
combination trim box in one package.

m Interiors offer removal in seconds

m Single phase

m One piece bus bar construction designed
for use only with circuit breakers

m UL Listed

m UL listed on 60/75°C conductors
(see equipment markings for

applications) Small Circuit Load Spa Panels
m Positive load side circuit breaker Centers Spa Panels are ideal for outdoor
hook rails Ideal for subfeed applications requiring the use

of ground fault protection, such

m Outdoor Type 3R devices use HS Type as hot tubs. A factory installed
hubs. 2-Pole GFCl breaker is provided,

along with 2 extra circuits.

applications

Main Lugs with Aluminum Bus
4-16 circuits, 100-125 Amperes, 1-Phase, 3-Wire, SN 120/240 Volts AC, 100,000A IR

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R
Catalog Number Surface Mounting Catalog Number

125 E0408ML1125S W0408ML1125

125 — W0408L1125SPA50

125 — W0408L1125S5PA60

125 E0816ML1125S —

Main Lug and Main Breaker with Copper Bus
4-16 circuits, 100-225 Amperes, 1-Phase, 3-Wire, SN 120/240 Volts AC, 100,000A IR

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R

Amp

Rating Catalog Number Catalog Number

WO0816ML1125CU
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Circuit Breakers Enclosures

EQ® Load Centers

1-Phase and 3-Phase, 240V AC Max.
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Features

m Circuit breaker enclosures range from 60A to
250A, indoor and outdoor models

m Designed for use exclusively with QP, QT, QPH,
HQP, BQ, BQH, HBQ, QPP, QPPH, HQPP, QR2,
QRH2, HOR2, and HOR2H
circuit breakers

m UL listed

m Suitable for use as service entrance
equipment

m UL listed for 60/75°C conductors
(See equipment markings for applications)

m Outdoor type 3R devices use HS type hubs (pg.
1-21) except for the W0204ML1060 which uses
the HA type hub

W0202MB1200CU E0303ML3100CU

Indoor Enclosure - NEMA Type 1 Outdoor Enclosure - NEMA Type 3R

Amp
Rating Catalog Number Catalog Number

1-Phase, 3-Wire SN - 120/240 Volts AC - Breaker Factory Installed

100 E0202MB1100 W0202MB1100CU
200 E0202MB1200 W0202MB1200CU
200 — WB2200BQR
1-Phase, 3-Wire SN - 120/240 Volts AC - Enclosure Only
60 E0204ML1060S W0204ML1060
125 E0204ML11255CU W0204ML1125CU
3-Phase, 3-Wire 240 Volts AC or 3-Phase, 4-Wire SN — 120/208 Volts AC, 120/240, 240 Volts AC - Enclosure Only
100 E0303ML3100S —
250 QR2N1S QR2N3R3
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Circuit Breakers

For use with ES Series & PL Series 1-Phase & 3-Phase

N EVLELE NP 1D

Main Breaker Kits

For use in PL, ES, and Ult Load Centers For use in EQIIl Load Centers
UL Ampere Catalog uL Ampere  Catalog UL Interrupting
Type Rating Number Type Rating Number Ratings (kA)
EQ8681 100 MBK100A — — — —

| EQ8695 [ 200 [ mBK200A | EQ9e8s [ 200 | MBK200 [22

Breaker Catalog UL Interrupting

Type Number Breaker Ratings (kA) MBK MBK
LU (100,125)A (150,200,225)A

QPP 200 Q22008B 10

2-Pole

120/240V AC

2-Pole QPP
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Manual Transfer Interlock Kits
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Load Centers
For use with ES Series & PL Series 1-Phase & 3-Phase

Catalog Usage Utility main Standby main Interlock
Information breaker types breaker types Number
ECSBPKO1 | For use on load centers or meter combinations that QP, QPH, HQPH QP, QPH, HQPH

will accept 2-pole circuit breakers opposite
one another as shown.

ECSBPKO2 | For use on load centers or meter combinations that QP, QPH, HQPH QP, QPH, HQPH
will accept 2- or 4-pole next to a 2-pole
circuit breaker side by side as shown.

ECSBPKO3 | For use on Ultimate™ and Rock Solid load centers, MBK150A, QP, QPH, HQPH
150 amp and higher, to connect the main breaker toa | MBK200A, OR MBK225A
2-pole circuit breaker.

ECSBPK10 | For use on PN and SN plug-on neutral load centers, MBK150A, QP, QPH, HQPH
150 amp and higher, to connect the main breaker toa | MBK200A, OR MBK225A
2-pole circuit breaker
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Load Center Accessories
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Pack
Catalog Number Description Pack Qty Catalog Number Description 0]3%

Ground Bar Kits (For ES and PL Load Centers) Lug Kits

EC1GBS GROUND BAR KIT-8 POS 1 ECCS1 COLLAR STRAP FOR GRD BARS #14-1/0 1
EC1GBS82 GROUND BAR KIT-8 POS, 2/0 LUG 1 ECCS2 COLLAR STRAP FOR GRD BARS #6-250 1
EC2GB12 GROUND BAR KIT-12 POS 1 ECLK3 NEUTRAL LUG KIT #1-300 FOR EQIIl LC 1
EC2GB15 | GROUND BAR KIT-15 POS ! e NEUTRAL LUG KT #4.3/0 FOR EOQIl LC_PL_ES i
EC2GB152 GROUND BAR KIT-15 POS, 2/0 LUG 1 L
FC3GB2] CROUND BARKIT2 1 POS 1 ECLK2225 150A-225A SUB FEED LUGS-USES 4 SPACES 1
EC3GB212 GROUND BAR KIT-21 POS, 2/0 LUG 1 Miscellaneous Load Center Accessories
EC3GB272 GROUND BAR KIT-27 POS, 2/0 LUG 1 ECCP1 PKG OF 100 CIRCUIT DIRECTORY 100
EC3GB302 GROUND BAR KIT-30 POS, 2/0 LUG 1 ECQF3 QP/BQ/ED2 FILLER PLATE 5
EC3GB352 GROUND BAR KIT-35 POS, 2/0 LUG 1

1

EC3GB352G GROUND BARKIT-35 POS, 2/0 LUG

Ground Bar Kits (For Legacy Load Centers)

ECGB5 GROUND BAR KIT-5 POS 1

ECGB10 GROUND BARKIT-10 POS 1

ECGB101 GROUND BARKIT-10 POS, 1/0 LUG 1

ECGB14 GROUND BARKIT-14 POS 1 -

ECGB20 GROUND BAR KIT-20 POS 1 g

ECGB201 GROUND BAR KIT-20 POS, 1/0 LUG 1 SRS, ST

ECGB202 GROUND BAR KIT-20 POS, 2/0 LUG 1 ‘ﬁ

ECINSGB14 INSULATED GROUND BAR KIT-14 POS 1 -
Lock Kits Ground Bar Kit

ECQFL2 FLUSH LOCK KIT FOR ULT., PL, ES, 3PH . 20 POS. 2/0 Lug

100A-225A ECGB202
Ground Bar Kit, ECGB14 Neutral Lug Kit, ECLK1-2 Neutral Lug Kit, ECLK3 For use on Ground Bar only
wire range — #2-1 AWG wire range — #1-300 MCM Collar Strap, Wire Range;
Cu or Al Neutral Lug Kit, ECLK2 ECCS1; ECCS2
wire range — #4-#2/0 AWG
Cuor Al

- Ny
=

Filler Plate, ECQF3 Add-A-Lock
(Flush Lock), ECQFL2
PL, ES, Ultimate Load Centers
and EQ Il up to 225A
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Meter Sockets
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Single Position Meter Sockets

135 Amp Continuous Meter Mounting Equipment, Ringless,
1-Phase, 3-Wire 600V 1 Position

Catalog Number Utility Feed Location
HORN BYPASS
UAT111-OPGP First Energy + PPL OH/UG
UAT111-0PZA Allegheny Power + PECO OH/UG

200 Amp Continuous/250 Amp Max Meter Mounting Equipment, Ringless,
1-Phase, 3-Wire 600V 1 Position

Catalog Number Utility Feed Location
HORN BYPASS

UAT317-OPGP First Energy + PPL OH
UAT317-0PZA PECO OH
UAS817-PPGP First Energy + PPL UG
UAS877-PPGP First Energy + PPL UG

UAT317-0PGP

Single & Multiple Position Meter Sockets

100 Amp/Position Meter Mounting Equipment, Ringless, 1-Phase, 3-Wire 300V Multi-Position

Catalog Number Utility Position Feed Location

HORN BYPASS
UA2311-0PGP First Energy + PPL 2 Gang OH/UG
UA3311-0PGP First Energy + PPL 3 Gang OH/UG
UA2311-0PGP with UA2311-0PZA PECO + Allegheny 2 Gang OH/UG
EC659-0121 installed UA4311-0PZA PECO + Allegheny 4 Gang OH/UG

200 Amp/Position Meter Mounting Equipment, Ringless, 1-Phase, 3-Wire 300V Multi-Position

Catalog Number Utility Position Feed Location

HORN BYPASS
UA2717-YPGP First Energy + PPL 2 Gang OH/UG
UA3717-YPGP First Energy + PPL 3 Gang OH/UG

UA2717-YPGP
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Meter Sockets
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Surface Mount Meter-Mains, 1-Phase, 3-Wire 120/240V AC

Meter-Main Breaker with Factory Installed Breaker, 200 amp (Side-by-Side construction)

Catalog Number Utility Feed Location

MM0202B1200RJB First Energy + PPL OH/UG

MMO0202B1200RJB

—

Uni-PAK

Uni-PAK Metering: WP Ringless Style, Horn Bypass

Single Piece Tenant cover Features
Mounting = Ringless meter construction
Rail = Individual split covers with barrel lock compatibility
éiiiig;p = Horn bypass factory installed
accept = UL Listed for 60/75°C conductors See equipment markings
standard for applications
125 amp = For small apartment buildings, small professional and
breakers commercial buildings
I Fact”oré/ m Completely self-contained meter centers
nsrﬁu%s m Two to six 125A (QP Breakers) and 225A (QS Breakers)
breaker positions
Extra m Barriered, sealable compartment for unmetered current-
Neutral & carrying parts
Ground Smaller, more = Al/Cu lay-in lugs, except two position 125A units
Provisions COS;E%C; m Top or bottom feed
enclosures m Bottom and rear branch wiring exits (Neutral and ground at
g 9
Removable are lighter bottom only)
KO Plate and use less u ANSI #61 light gray electrodeposited paint on
Space (G90 galvanized steel
m 5th jaw kit included with each unit

m Qutdoor surface mounted enclosures

Max Tenant Main

Catalog Number V1411147 Amp Rating Position Feed Location
HORN BYPASS

WP2211RJB First Energy + PPL 125 2 Gang OH/UG
WP3311RJB First Energy + PPL 125 3 Gang OH/UG
WP4411RJB First Energy + PPL 125 4 Gang OH/UG
WP4212RJB First Energy + PPL 225 2 Gang OH/UG
WP4312RJB First Energy + PPL 225 3 Gang OH/UG
WP4412RJB First Energy + PPL 225 4 Gang OH/UG
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Meter Sockets

Single Position Meter Sockets

200 Amp Continuous Meter Mounting Equipment, Ringless,
Lever Bypass, 3-Phase, 4-Wire 600V
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Catalog Number Utility Feed Location
7 TERMINAL

40007-01GP First Energy + PPL OH

9804-9142 First Energy + PPL UG

40007-01 PECO + PPL OH

9804-9142

320 Amp Continuous/400 Amp Max Meter Mounting Equipment, Ringless,
Lever Bypass, 1-Phase, 3-Wire 600V

Catalog Number Utility Feed Location
4 OR 5 TERMINAL
48704-82GP First Energy OH/UG
44704-82 PPL + UGl OH/UG

320 Amp Continuous/400 Amp Max Meter Mounting Equipment, Ringless,
Lever Bypass, 3-Phase, 4-Wire 600V

Catalog Number Utility Feed Location
7 TERMINAL

48707-82GP First Energy OH/UG
44707-02PP PPL OH/UG
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Meter Sockets

Meter Socket Accessories

Lugs for Sockets with Stud Terminals

-2,
o
H56732 H56476 H60162 H56732-M H68752-1 ‘
Catalog Number Wire Range

H56732 (2) #4-350 kemil
H56476 (1) 3/0-750 kcmil
(1) #4-600 kcmil or
AlEOE2 (2) #1/0-250 kemil
H56732-M (2) #4-500 kcmil
H68752-1 (3) #6-250 kemil
Accessories

Removable Hub Kits

Cover plate

Conduit Size
(inches)

Catalog
Number

RX Type Hubs Small
1-1/4 H38597-2

1-1/2 H38598-2
2 H38599-2
2-1/2 H38600-2

Cover plate - steel H38595-1

HD Type Hubs Large

3 H56856-2

4 H56858-2

Cover plate - steel H56933

Large to Small Adaptor

Steel HD to RX H9747-1113

Socket Covers

Description

Black plastic meter
opening cover

Catalog
Number

H39968

5th Terminal Kits

Description

Grounded 5th terminal kit -

Type AS, AT only

Catalog

Number

H659-0121

Aluminum HD to RX H9747-1112
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General Duty Safety Switches

240 Volt Fusible

2-Pole, 2-Fuse, and Solid Neutral 240 Volt AC/250 Volt DC
30 GF221NA GF221INRA
I I 60 GF222NA GF222NRA
100 - GF223NR
200 - GF224NR
400 - GF225NRA
3-Pole, 3-Fuse, and Solid Neutral 240 Volt AC/250 Volt DC
30 GF321INA GF321INRA
Lo 60 GF322NA GF322NRA
100 GF323N GF323NR
200 GF324N GF324NR
400 = GF325NRA
240 Volt Non-Fusible
2-Pole or 3-Pole 240 Volt AC/250 Volt DC
| | 30 GNF321LA GNF321RLA
60 GNF322A GNF322RA
100 GNF323 GNF323R
200 GNF324 GNF324R
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Heavy Duty Safety Switches

s

240 Volt Fusible

2-Pole, 2-Fuse, and Solid Neutral (Also used for 2-Pole, 2-Wire Applications) 240 Volt AC/250 Volt DC
l, 1
30 HF221N
3-Pole, 3-Fuse, and Solid Neutral (Also used for 3-Pole, 3-Wire Applications) 240 Volt AC/250 Volt DC
L1
100 HF323N
www.sydistcom | 1-800-998-1621 | Information and availability subject to change without notice | Digital Edition, Effective 4-2020 | Schaedler Yesco Siemens Gear Stock Guide
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Heavy Duty Safety Switches

600 Volt Non-Fusible

3-Pole

480 Volt AC/ 600 Volt AC/ 250 Volt DC

1

30
60
100
200
400

HNF361
HNF362
HNF363
HNF364

HNF361R
HNF362R
HNF363R
HNF364R
HNF365RA

HNF361J
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Heavy Duty Safety Switches

600 Volt Fusible

3-Pole, 3-Fuse 480 Volt AC/600 Volt DC/250 Volt DC
30 HF361 HF361R

! ! I 60 HF362 HF362R
100 HF363 HF363R
200 HF364 HF364R
400 HF365A HF365RA
www.sydistcom | 1-800-998-1621 | Information and availability subject to change without notice | Digital Edition, Effective 4-2020 | Schaedler Yesco Siemens Gear Stock Guide

23



Special Application Safety Switches

Double Throw Switches

General Duty Non-Fusible

¥
888 on
-~ C;@Off 240 Volt AC 2 100 DTGNF223NR
= 9 d44-!on
= "
888 o
|
y p:\o)off 240 Volt AC 2 200 DTGNF224NR
| J44-"on
HN656A

AC Disconnects

Steel AC Disconnects

60 Non-fused Pullout WN2060 10 7Va 5 2V 360
60 Non-automatic Switch WNAS2060 10 7Ya 5 2% 360

Plastic AC Disconnects

WN2060

30 Fused Pullout WF2030PL 3 7Va 5 2 216

Steel AC Disconnects with 15 Amp GFCl Receptaclea

60 Non-fused Pullout WN2060GFCI 10 7% 5% 5%s 144 am—

WN2060GFCI
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General and Heavy Duty Safety Switches

Accessories
Neutral Kits
60,100 HD, 100 GD HN623
200 HN64
400 & 600 HN656A
200% Neutral Kits
(2) 1/0 AWG-600 Kcmil
400 HNG656A (2) #6 AWG-300 Kcmil
HN656A
Auxiliary Contacts With 1 NO & 1 NC Isolated Contacts
30-600 HA161234 10 10 7 1/2 3/4
HA161234
Equipment Ground Kits
30-200 GD HG61234 2 #14-4 AWG
30-200 HD HG61234 2 #14-4 AWG
HN656A
Interchangeable Hubs Type 3R
3/4 ECHAO075
1 ECHA100 IR ED Ol
3/4 ECHSO075
1 ECHS100
11/4 ECHS125 60-200A GD
11/2 ECHS150 30-200A HD
ECHS200 2 ECHS200
21/2 ECHS250
www.sydistcom | 1-800-998-1621 | Information and availability subject to change without notice | Digital Edition, Effective 4-2020 | Schaedler Yesco Siemens Gear Stock Guide
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Siemens Gear In Stock

MOLDED CASE BREAKERS. <l




Molded Case Breakers

QS 225A Frame

Qs2100

QP 125A Frame

Q120

Type QS
Continuous Current 10,000A IR
Rating @ 40° C Catalog Number
100 QS2100
200 QS2200

Continuous Current
Rating @ 40° C

Type

(0]

10,000A IR

Catalog Number

1-Pole Plug-In (120/240V AC)

15 Q115
20 Q120
30 Q130

2-Pole Plug-In (Common-Trip 120/240V AC)

15 Q215
20 Q220
25 Q225
30 Q230
35 Q235
40 Q240
50 Q250
60 Q260
70 Q270

Q220 80 Q280
90 Q290
100 Q2100
125 Q2125

3-Pole Plug-In (Common-Trip 240V AC)

15 Q315
20 Q320
30 Q330
40 Q340
50 Q350
60 Q360
70 Q370
100 Q3100

Q320
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Molded Case Breakers

QT Frame

LINE

R
L) R

LOAD
1 SPACE

QT Duplex

These space saver duplex breakers combine two indepen-

dent 1/2" breaker poles in a common unit.

This unit plugs into one load center stab and requires one

panel space. HACR rated.

LINE

2 SPACES

QT Quadplex
These space saver quadplex breakers provide two sets
of common trip, two-pole breakers for
120/240V AC circuits, and require two panel spaces.
HACR rated.

Duplex Circuit Breakers

Breaker Type

Ampere
Rating

Catalog Number

Catalog Number

QT
1-Pole
10K AIC
120V AC

15-15 Q1515 Q1515NC
15-20 Q1520 Q1520NC
20-20 Q2020 Q2020NC

Quadplex Circuit Breakers
Ampere Rating

Breaker

Type

QT

2-Pole

10K AIC
120/240V AC
Inner and
Outer 2 Poles
Common Trip

Common-Trip Common-Trip Catalog
2-Pole Outside 2-Pole Inside Number
20 20 Q22020CT2
20 50 Q22050CT2
30 30 Q23030CT2
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AFCI & GFCI Circuit Breakers

AFCl's detect arcing faults (an unintentional arcing condition in a circuit) that standard circuit - UL Listed - HACR Rated
breakers are unable to detect. The device is intended to mitigate the effects of arcing faults by

functioning to de-energize the circuit when an arc-fault is detected.

Combination Type AFCI

Detects all three possible types of arc faults: line-to-ground, line-to-neutral, and series.

Y ENLELEEN PRE )]

vi

Breaker Ampere 10,000 A IR ? g
Type Rating Catalog No. E E

- v
QAF2 15 QA115AFC :
1-Pole 120V AC 20 QA120AFC
QAF2N 15 QA115AFCN 1-Pole Combination 1-Pole Dual
Plug-on Neutral / 1-Pole 120V AC 20 QA120AFCN Type AFCI Function AFCI/GFC

Dual Function AFCI/GFCI

The Dual Function Circuit Breaker combines Combination Type AFCl and GFCl, protecting
against both Arc Faults and (5mA) Ground Faults. The device includes the Self Test
feature, making it the first in class in electrical safety for homeowners.

Breaker Ampere 10,000 A IR

Type Rating Catalog No. 1-Pole GFCI 2-Pole GFCI
QFGA2 15 Q115DF

1-Pole 120V AC 20 Q120DF

QFGA2N 15 Q115DFN

Plug-on Neutral / 1-Pole 120V AC 20 Q120DFN

Ground-Fault Circuit Interrupters (GFCI)

Provides Class A (5SmA) ground fault protection. Intended for personnel protection. Includes Self Test
as an added safety feature.

Amp 10,000 A IR
Breaker Type Rating Catalog No.
QPF2 15 QF115A
1-Pole 120V AC Plug-in 20 QF120A
20 QF220A
30 QF230A
ZQEII: 120/240V AC Plug-i 40 QF240A
-Pole 120/240 ug-in 50 QF250A
60 QF260A
QPF2N 15 QF115AN
Plug-on Neutral / 1-Pole 120V AC | 20 QF120AN
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Surge Protection

Circuit Breaker and Surge Protective Device (SPD) Circuit Breaker and

Surge Protective Device (SPD)

Breaker Type Ampere Rating Catalog Number
(013

1- Pole
120/240V AC

Surge Type
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QSA2020SPD SPD

Circuit Braaker and Surge
Protective Device

10K AIC

® 9

Protecied when 1. 20

Catalog Number QSA2020SPD
Amperage 20 Amp
Number of Poles (2) 1-Pole Circuit Breakers
Initial Clamping Level 240 Volts
Transient Energy Rating 360 Joules line-to-neutral

720 Joules line-to-line
Transient Suppression 500 volts peak, line-to-neutral
Voltage Rating 1000 volts peak, line-to-line
Peak Current Rating (impulse) 40,000 amperes
Discharge Voltage Characteristic @ 1,500A, 600 volts

@ 5,000A, 800 volts

(both line-to-neutral) ‘ "f |
Discharge Current Withstand Rating 10,000 amperes WA '\ %/

line-to-neutral
Circuit Breaker Interrupting Rating 10,000A, 120/240V AC
Listings/Certifications UL, CSA

Meets UL 1449 4th Edition LINE

3 Y
el 7
SURGE
ARRESTER
8 5
LOAD NEUT.
2 SPACES
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Molded Case Breakers

QR 250A Frame
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Continuous 2-Pole 240V AC 3-Pole 240V AC
Current Rating
@ 40°C Catalog Number Catalog Number
Type QR2
200 QR22B200 QR23B200
225 - QR23B225
Lugs For 75°C Wire

2-pole N Catalog Number Lug Body Lug Wire Range
4.5" 3-pole 3TATQR300 Al #3 - 300 Kemil Al/Cu
Enclosures (Neutral Included)
1 QR2N1S
3R QR2N3R3
1-Pole Bolt-On (120/240V AC)
BL 125A Frame

Type BL Type BLH
™ Current Rating 10,000A IR 22,000A IR
@40°C Catalog Number Catalog Number

Continuous

15 B115 -
B120 B120H
20 BF120A (Ground Fault) -
BA120AFC (Arc Fault) -
30 B130 -
1-Pole 2-Pole Bolt-On (Common-Trip 120/240V AC)
15 B215
20 B220
30 B230
40 B240
50 B250
60 B260
100 B3100
2-Pole .
3-Pole Bolt-On (Common-Trip 240V AC)
_ 15 B315
20 B320
30 B330
40 B340
50 B350
3 60 B360
3-Pole 70 B370
100 B3100
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Molded Case Breakers

BQ 125A Frame

All BQ circuit breakers are supplied with load side lugs.

Type B
1-Pole 2-Pole 3-Pole ype BQ
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Continuous
Current Rating

10,000A IR
@40°C Catalog Number

1-Pole (120/240V AC)
15 BQIBO15
20 BQ1B020
30 BQ1B030

2-Pole (Common-Trip 120/240V AC)

20 BQ2B020
30 BQ2B030
40 BQ2B040
50 BQ2B050
60 BQ2B060
100 BQ2B100

3-Pole (Common-Trip 240V AC)

20 BQ3B020
30 BQ3B030
100 BQ3B100

32 Schaedler Yesco Siemens Gear Stock Guide | Digital Edition, Effective 4-2020 | Information and availability subject to change without notice | 1-800-998-1621 | www.sydist.com



Molded Case Breakers

BQD 100A Frame

BQD

Continuous
Current Rating
@ 40°C

1-Pole

277V AC-125V DC

Catalog Number

2-Pole

480Y/277V AC-
125/250V DC

Catalog Number

3-Pole

480Y/277V AC
Catalog Number

15 = = BQD315
20 BQD120 BQD220 BQD320
30 = = BQD330
40 — = BQD340
50 - - BQD350
60 = = BQD360
70 - = BQD370
100 = = BQD3100

GB 125A Frame

Type NGB Frame (Panelboard Mount)

Continuous 1-Pole 2-Pole 3-Pole

Current Rating

@40°C Catalog Number Catalog Number Catalog Number

15 - - NGB3B015B

20 NGB1B020B - NGB3B020B

30 - - NGB3B030B

40 = = =

50 - - NGB3B050B

60 - - NGB3B060B

100 - - NGB3B100B
NGB1BO30B 125 - - NGB3B125B
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Molded Case Breakers

FD 250A Frame - Sentron Series

Type FXD6-A
Non-Interchangeable Trip (Assembled Circuit Breaker — Without Lugs)
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Continuous 3-Pole
Current Rating
@40°C

Catalog Number

FXD63B150
FXD63B200
FXD63B225
FXD63B250

Lugs For 75°C Wire

Catalog Number Wire Range

#6—350 kcmil Cu

TATFD350A #4—350 kemil Al

JD 400A Frame - Sentron Series

Type JXD6-A
600V AC, 2-Pole 250V DC, 3-Pole 500V DC
Non-Interchangeable Trip (Assembled Circuit Breaker without Lugs)

Continuous 3-Pole

Current Rating Catalog Numb

@ 40°C atalog Number
JXD63B400

Lugs For 75°C Wire

Catalog Number Cables per Lug Wire Range

1,2 #3/0-500 kcmil Cu
JXD6-A TA26500 2 #4/0-500 kemil Al

1 500-750 kemil Al

TAIL6750 1 500-600 kcmil Cu
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Molded Case Breakers

LD 600A Frame - Sentron Series

Type LXD6-A
Non-Interchangeable Trip (Assembled Circuit Breaker without Lugs)
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3-Pole
Continuous 600V AC 500V DC
Current Rating Catalod Numb
@ 40°C atalog Number
600 LXD63B600
Lugs For 75°C Wire
Catalog Number Cables per Lug Wire Range
1,2 #3/0-500 kcmil Cu
TA2J6500 2 #4/0-500 kcmil Al

MG 800A Frame - VL Series

Complete Factory Assembled Circuit Breaker

N-Interrupting Class

Continuous Catalod Numb
Ampere Rating atalog Number
800 NMG3B800B

Lugs For 75°C Wire
Catalog Number Cables per Lug Wire Range
3TA3MG500 (Line Lugs Included) | 3 1/0-500 kemil Al/Cu
3TA2MG750 2 500-750 kcmil Al/Cu
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Circuit Breaker Accessories

Catalog Number For Use with Breaker Type Number of Poles Standard Package

Padlocking Device
For locking breaker in "OFF" position. Note "ON" position does not affect breaker functionally
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ECPLD2 Type QP, BL, QAF2, QPF, QE, QT-Triplex & Quadplex, BQ, BQXD 2P 3 Pieces
ECQLD3 Type QP, BL, BQ, BQXD 1P 10 Pieces
Handle Tie

Provide simultaneous switching of 2 adjacent handles

| EcatHs | Type P, BL | 2p | 50 pieces |

Handle Blocking Device
For holding breaker in "ON" or "OFF" position. Not a lockout/tagout device

| EcaL | Type @, BL, BQ, BOXD 1P | 10 Pieces |

ECPLD2 ECQLD3 ECQTH3 ECQL1
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Panelboards

Type P1 Panelboards

Pricing An Unassembled Panel
400A Max. — 20" Wide x 5.75" Deep

1. Choose the appropriate Interior from the table below. 3. Choose Branch Breakers.
2. Chose the Main Device including Main Lugs, Main 4. Choose Feed-Thru Lugs or Subfeed Break Kit and
Breaker Kit and Main Breakers. Subfeed Breaker.

Type P1 Unassembled Panelboards

= 1k B
I ! Convertible Mains — 1-Phase, 3-Wire 120/240V
| 18 P1A18MC250CT | B32 WP32 S32B =
| 250 30 P1A30MC250CT | B38 = S38B F38B
' 42 P1A42MC250CT | B44 WP44 S44B F44B
- - 400 30 P1A30MC400CT | B62 WP62 S62B =
J — 42 P1A42MC400CT | B68 WP68 S68B =
—
\p—— Convertible Mains — 3-Phase, 4-Wire 208Y/120V
18 PIX18MC250CT | B32 WP32 S32B -
e e 30 PIX30MC250CT | B38 = S38B F38B
1 =] I 42 PIX42MC250CT | B44 WP44 S44B F44B
| 54 P1X54MC250CT | B50 = S50B =
‘ L 400 42 P1X42MC400CT | B68 WP68 S68B =
Convertible Mains — 3-Phase, 4-Wire 480Y/277V
; - 18 PIEI8MC250CT | B32 WP32 S32B =
250 30 PIE30MC250CT | B38 = $38B F38B
42 PIE42MC250CT | B44 WP44 S44B F44B
o 30 P1E30MC400CT | B62 WP62 $62B =
42 P1E42MC400CT | B68 WP68 S68B =

42 circuit with Back-fed Main
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Panelboards

Warehouse Stock/Unassembled - Type P1 Panelboards*

Main Breaker Mounting Kits with Breakers for P1 Panels
(250A and lower can be used as subfeed kits also)

MBKED3100A Kit w/3-pole ED4 100A breaker 65KA 18KA
MBKED3125A Kit w/3-pole ED4 125A breaker 65KA 18KA
MBKQR1200A Kit w/2-pole QR2 200A breaker 10KA =

MBKQR3200A Kit w/3-pole QR2 200A breaker 10KA -

MBKFD3200A Kit w/3-pole FXD6 200A breaker 65KA 35KA
MBKFD3250A Kit w/3-pole FXD6 250A breaker 65KA 35KA
MBKVAM1400A Kit w/2-pole 3VA53 400A breaker 65KA 35KA
MBKVAM3400A Kit w/3-pole 3VA53 400A breaker 65KA 35KA

* Revised P1 kits will not work in original P1 panels and original P1 kits will not work in revised P1 panels.

Warehouse Stock/Unassembled - Type P1 Panelboards

Lug Kits — Main or Feed Thru

250 AL (1) #6 AWG- 1-Phase MLKATA
350 kemil (CU or AL) 3-Phase MLKA3A
MLKATA P (2) 1/0 - 250 kemil
b 1-Phase 4MLKATA
400 AL I‘(’zﬂzl#z AWG-600 3-Phase AMLKA3A

Breaker Mounting Kits 250A Max. — Main or Subfeed w/o Breaker
NBKO1A

1-Phase MBKVA41A
125A BL, BQD, GB, 3VA4
3-Phase MBKVA41B
Miscellaneous Parts and Accessories
NBKO1A Number Strips 1-60. Stick-on type (P1Panels only)
NBKO02A Number Strips 61-120. Stick-on type (P1 Panels only)
NBKO3A Number Strips 121-240. Stick-on type (P1 Panels only)
EGK AL Ground Bus 44 Connections
ECGK CU Ground Bus 44 Connections
ICGK Insulated CU Ground Bus
1" Branch circuit filler plate (used for BL/BQD/xGB/xGB2/
DFFP1A ED blank positions) (suitable for replacing QF3 in P1 thru
P5 Panelboards and Switchboards)
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P4

P5

Power Panelboards

P4 and P5 Power Panels

Interiors and Enclosures

Available

Bus branch circuit  Enclosure with interior  Enclosure with interior

Ampere mounting 3 Phase, 4 Wire 3 Phase, 4 Wire Enclosure Dimensions

Rating space 208Y/120V 480Y/277V HxWxD Bus Material
30” P4C60MC120A P4E60MC120A 60"H x 32"W x 10" D Aluminum

1200 45" P4C75MC120A P4E75MC120A 75"Hx32"Wx 10"D Aluminum
60" P5C90MC120A P5E90MC120A 90"H x 38"Wx 12.75”"D | Aluminum

Main Breaker Mounting Kits (800A Max)

Incoming Main Lug Kit (1200A Max)

Service :
Main Disconnect Catalog entrance Panel . Wire Catalog
Mounting Kit Number barrier kit Type Material Range Number
S Sentron JD/LD SMBKL6 8.75" SEBP4V1 P4/P5 | Al/Cu 1/0-750 Kemil | SMLK12
VL MG SMBKMG 8.75" SEBP4V1
o Sentron JD/LD SMBKL6D 8.75" SEBP4V1
VL MG SMBKMG1D 8.75" SEBP4V1
X : =————©
Filler Plates : S
Drawing Catalog Mounting Space 1o 2 =& e
Image Number Description Used A = . :
QF3 BL, BQD, ED Filler Plate " = = 3 ;
A 6FPBO1 Blank Unit Space Plate 1.25" N -~ B
p 20 />(§ 10.0 >n> 1
B 6FPB02 Blank Unit Space Plate 2.5" ] A -1
C 6FPB03 Blank Unit Space Plate 3.75" I T - = WG
D 6FPB05 Blank Unit Space Plate 5" Ja E{ jci}'“ ;g < - =BG

40

P4 Power Panel
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Power Panelboards

Branch Breaker Mounting Kits

Frame Trip P4 P5 Unit
Amp |Application type Poles |amperage (120 240 480/277 (480 Strap |[Mounting |Strap |Mounting |Height
BL 123 | 15125 10,000 | 10,000 SBL  |Twin SBLBD |Twin 3.75"
BLR 2 15-100 10,000 | 10,000 SBL  |Twin SBLBD |Twin 3.75"
I/\haegrzzlic BLH 123 | 15125 22,000 | 22,000 SBL  |Twin SBLBD |Twin 3.75"
HBL 123 | 15125 65,000 | 65,000 SBL  |Twin SBLBD |Twin 3.75"
BQD 123 | 15-100 65,000 | 65,000 14,000 SBL | Twin SBLBD |Twin 3.75"
Special BL - HID 12 15-30 10,000 | 10,000 SBL  |Twin SBLBD |Twin 3.75"
application BL-BG 23 15-30 10,000 | 10,000 SBL  |Twin SBLBD |Twin 3.75"
Ly BLE - GFCI 12 1560 | 10,000 | 10,000 SBL | Twin SBLBD |Twin 375"
Ground Fault | BLEH - GFCI 12 15-60 22,000 | 22,000 SBL  |Twin SBLBD |Twin 3.75"
Interrupter BLF - GFC 12 15-60 10,000 | 10,000 SBL  |Twin SBLBD |Twin 3.75"
BLHF - GFCI 12 15-60 22,000 | 22,000 SBL  |Twin SBLBD |Twin 3.75"
BAF - AFCI 12 15,20 10,000 | 10,000 SBL  |Twin SBLBD |Twin 3.75"
Arc Fault BAFH - AFCI 1,2 15,20 22,000 | 22,000 SBL  |Twin SBLBD |Twin 3.75"
ﬁ:{gf;;mer BAFC - AFCI 12 15,20 10,000 | 10,000 SBL  |Twin SBLBD |Twin 3.75"
BAFCH - AFCI 12 15,20 22,000 | 22,000 SBL  |Twin SBLBD |Twin 3.75"
NGB 123 | 15125 | 100,000 |100,000 25,000 SNB | Twin SNBD |Twin 3.75"
125 Iﬂhaegrz::'ic HGB 123 | 15125 [100,000 [100,000 35,000 SNB |Twin SNBD |Twin 3.75"
LGB 123 | 15125 |[100,000 |100,000 65,000 SNB |Twin SNBD |Twin 3.75"
QR2 23 |100-225 10,000 SQR | Twin SQRD |Twin 5
225 Thermal QRH2 2,3 100-225 25,000 SQR Twin SQRD |Twin 5"
Magnetic HQR2 23 |100-225 65,000 SQR | Twin SQRD |Twin 5"
HQR2H 23 |100-225 100,000 SQR  |Twin SQRD |Twin 5"
FXD6, FD6 23 70-250 65,000 35000 | 35000[SF6  |Twin SF6D | Twin 57
250 L‘haeérr::'ic HFXD6, HFD6 23 70-250 100,000 65000 | 65000|SF6  |Twin SF6D | Twin 5
HHFXD6, HHFD6 | 2,3 70-250 200,000 100,000 [100,000 [SF6  |Twin SF6D | Twin 57
JXD6, JD6 23 |200-400 65,000 35000 | 35,000 ()1 Single $2D  |Twin 8.75"
400 -II\-/Ihaeg;rr\neilic HJXD6, HID6 23 |200-400 100,000 65,000 | 65,000]SJ1 Single S2D |Twin 8.75"
HHJXD6, HHJD6 |23  |200-400 200,000 100,000 |100,000 |SJ1 Single Si2D | Twin 8.75"
LXD6, LD6 23 |250-600 65,000 35000 | 35000[SL6  |Single SL6D |single 8.75"
600 Iﬂhaeé:’:t'ic HLXD6, HLD6 23 |250-600 100,000 65000 | 65000]SL6 |Single SL6D |Single 8.75"
HHLXD6, HHLD6 |23  |250-600 200,000 100,000 [100,000 |SL6  |Single SL6D |Single 8.75"
NM 23 |600-800 65,000 35000 | 35000|MG1 |Single MG1D |Single 8.75"
800 IAhaeér’:z'ic HM 23 |600-800 100,000 65000 | 65000/MG1 |single MG1D |Single 8.75"
LM 23 |600-800 200,000 100,000 [100,000 |[MG1 |Single MG1D |Single 8.75"
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Real life experience. Real life solutions.

Special Order

Larger projects require a lot more planning and preparation. From substations to
custom build gear orders, our team of specialists understand that the details can
affect both budget and timeline. As you work with your engineering partners,

we'll help identify potential issues and develop the best solution for your project.

Whether it's a segment of a project or a multi-year initiative, we have the technical
expertise to handle your project professionally and with attention to detail.

Inventory Management, Staging, and Storage

We understand that large projects require large amounts of material. We also
understand that you may not have all the space you need to properly stage
project materials. Schaedler Yesco offers inventory management solutions to
help improve your efficiency and productivity. From Stage & Store services at our
facility to Site Inventory Management Solutions (SIMS) at your job site, we have
the processes in place to keep project supplies at the ready!

We Can Help You Save Energy!

Energy use in commercial and industrial buildings accounts for the lion's share of
operating costs. A typical warehouse spends 15% of their budget on energy and
roughly 17% of that budget is lighting*.

Whether you are a small or large contractor, commercial, or industrial customer,
there are many opportunities to conserve energy, save money, and improve
your business. Our in-house specialists are trained to analyze your demand
management and offer practical solutions that are right for your individual needs
in a variety of categories.

+ Lighting Systems & Design

o Energy/ PoYver Mo‘nit'orin.g SChaedler
« Power Quality & Distribution yesco

« DataComm Efficiency

« Transitions to Renewable Energy

After understanding your needs, our team will determine which products,
programs and rebates can offer you the best outcome.

*AlliantEnergy and US Energy Information Administration
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Schaedler

Products and Solutions for the Electrical Industry

ye sco 1-800-998-1621 - www.sydist.com

Proud tb-be
Family and
Employee-Owned

to work in

T besr PLACES D) A

Technical Services & Capabilities

Lighting Design by Lighting Certified (LC) Professionals - DataComm Solutions and Networking - Power Distribution Design and Layout
Analysis and Rebate Programs « Storeroom & Jobsite Inventory Management - Custom Enclosures and Back Panels
Emergency After-Hours Service « Online Ordering and Account Management «

+ Automation Design - Energy
+ Recycling Compliance Program « MRO Services «
Electrical Maintenance, BICSI Certification, Safety, and Automation Skills Training Programs
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